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1. Introduction
Because of rapid and convenient heating offered by micro-
wave (MW) ovens, they have become a favorite kitchen appli-
ance worldwide. Recent foodborne illness outbreaks and re-
calls associated with microwave heated packaged frozen foods 
have resulted in the food industry reviewing microwavable food 
product development. The main food safety issue with the not-
ready-to-eat (NRTE) foods is their non-uniform heating in a do-
mestic microwave oven. The non-uniform heating is due to: (1) 
interference of electromagnetic waves inside the microwave cav-
ity resulting in hot and cold spots, and (2) variation in dielec-
tric, physical, and thermal properties of food components dur-
ing heating results in uneven absorption of microwave energy 
and subsequent heat dissipation. NRTE foods should be cooked 
thoroughly as some ingredients are not fully cooked and can be a 
source for the foodborne pathogens. Therefore, temperature uni-
formity is critical for ensuring safety of NRTE foods.
A drastic difference in dielectric properties of frozen ice and 
liquid water exasperates non-uniform heating of frozen foods 
heated in a microwave oven. Typically, frozen portion of the 
food absorb considerably less MW energy than the thawed 
food portion, because dielectric properties of ice are much 
less than that of liquid water ([Chamchong and Datta, 1999a]; 
[Chamchong and Datta, 1999b]). In microwave oven, electric 
field distribution is highly sensitive to changes in the dielectric 
and thermal properties of foods.
Current methods for designing of foods for microwave heat-
ing are mostly based on trial and error. A computer simula-
tion of microwave heating of foods could facilitate proper de-
signing of foods to assure microbial safety. Extensive modeling 
efforts have been made to simulate microwave heating using 
simple analytical approaches (Watanabe et al., 1978) to compu-
tational approaches solved using numerical methods. Research-
ers have made assumptions to simplify the problem and re-
duce the computational time. For example, instead of modeling 
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Microwave ovens are used extensively for heating a variety of not-ready-to-eat food products. Non-uniform heating 
of foods in microwave ovens is a major concern in assuring microbiological safety of such products. The non-uniform 
heating of foods is attributed by complex interaction of microwaves with foods. To understand this complex interaction, 
a comprehensive model was developed to solve coupled electromagnetic and heat transfer equations using finite-dif-
ference time-domain based commercial software. The simulation parameters, cell size, heating time step, and number 
of iterations for steady state electromagnetic field were optimized. The model was validated by 30 s heating profile of a 
cylindrical model food (1% gellan gel) in a 700 W microwave oven. The model was validated qualitatively by compar-
ing the simulated temperature profiles on three planes in the gel and compared them to the corresponding thermal im-
ages. Quantitative validation was performed by comparing simulated temperature of the gel at 12 locations with exper-
imental temperature acquired at those points using fiber optic sensors. Simulated spatial temperature profiles agreed 
well with the thermal image profiles. The root mean square error values ranged from 0.53 to 4.52 °C, with an average 
value of 2.02 °C. This study laid a framework for selecting the required model parameters which are critical for better 
temperature prediction. The developed model can be effectively used to identify hot and cold spots in food products, 
thereby helping in microwaveable food product development to achieve better cooking performance in terms of heat-
ing uniformity, food quality and safety. The model can also be used to identify the best product, package and cavity 
parameters to achieve better heating uniformity and electromagnetic distribution inside the cavity.
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Maxwell’s equation, several researchers simplified the problem 
by using Lambert’s law, which calculates dissipated power by 
assuming that the energy decays in the food exponentially from 
the material surface to deep inside of the material ([Campanone 
and Zaritzky, 2005]; [Chamchong and Datta, 1999a]; [Cham-
chong and Datta, 1999b]; [Chen et al., 1993], [Khraisheh et al., 
1997]; [Zhou et al., 1995]). Lambert’s law does not represent the 
true electromagnetic field distribution inside the MW oven cav-
ity (Datta & Anantheswaran, 2001). There have been several 
studies in literature comparing the Maxwell’s and Lambert’s 
law equations in predicting temperature during microwave 
heating of a frozen and model food ([Liu et al., 2005]; [Yang 
and Gunasekaran, 2004]). Liu et al. (2005) stated that although 
Lambert’s law is not appropriate for microwave power process-
ing, its simplified numerical results are comparable with the ex-
perimental methods. However, Maxwell’s equations are more 
accurate than Lambert’s law in calculating power dissipation in 
a food material (Yang and Gunasekaran, 2004).
Localized microwave heat dissipation in foods is diffused by 
conduction ([Basak and Ayappa, 1997];[Ohlsson et al., 1974]). 
The dynamic physical situations cause rapid changes in ma-
terial properties resulting in non-linear computational solu-
tion. Therefore, the non-linear problem of microwave heating 
needs to be solved by coupling electromagnetic and heat trans-
fer equations. Models that couple electromagnetic and thermal 
equations to calculate temperature field of microwave-heated 
foods have been reported ([Dinčov et al., 2004]; [Geedipalli et al., 
2007]; [Wäppling-Raaholt et al., 2002]; [Zhang and Datta, 2000]; 
[Zhang and Datta, 2003]). These models are solved iteratively 
using various numerical methods such as finite-difference time-
domain (FDTD) (Tilford et al., 2007) and finite element method 
(FEM) ([Curcio et al., 2008]; [Zhang and Datta, 2000]).
Most of the microwave modeling research did not focus 
on optimizing the simulation parameters and describe the se-
lection of the model parameters. Solving the electromagnetic 
equations require proper values of electromagnetic parameters 
such as frequency and electric field strength (Mechenova & Ya-
kovlev, 2004). It is critical to develop a computer model that re-
duces susceptibility to numerical errors arising from poor dis-
cretization of time and space domain.
So far, researchers have assumed that a microwave oven is 
a cavity in which the port is located on the cavity wall ([Geedi-
palli et al., 2007]; [Dinčov et al., 2004]). In modern microwave 
ovens, geometric features such as metal bumps, dimples, and 
turntable crevices have been introduced to improve heating 
uniformity. Each of these features can dramatically change the 
electric field distribution inside the cavity. Therefore, a simula-
tion model should include all the features rather than consider-
ing the oven as a simple cavity with a waveguide.
Over the last two decades, with the availability of greater 
computational power and development of efficient numerical 
methods, computer simulation has become as a promising tool 
to understand microwave heating. In this study, a coupled elec-
tromagnetic (EM) and heat transfer model was developed using 
a Quickwave v7.5 (QWED Sp.z o.o., Warsaw, Poland) software 
based on FDTD method giving due consideration to each mod-
eling parameters. The specific objectives of this study were to:
i. develop a coupled electromagnetic and heat transfer 
model using FDTD based numerical method,
ii. optimize the electromagnetic and computational parame-
ters of the developed model, and
iii. validate the developed model using a model food system.
Once the model is validated for this study, it will be expanded 
to include more features such as rotating turntable, phase 
change, and mass transfer in future studies.
2. Materials and methods
2.1. Model development
2.1.1. Governing equations
The microwave heating of a food material inside the oven 
is governed by a set of Maxwell’s equations (Zhang and Datta, 
2003). 
∇ × E = jωμH	 	  (1a)
∇ × E = –jωε0ε*E	 	  (1b)
∇· (εE) = 0    (1c)
∇· H	= 0    (1d)
The oven cavity and waveguide walls were subjected to per-
fect electric conductors (PEC) boundary condition. An electro-
magnetic wave loses its energy when traveling through a lossy 
dielectric medium and part of the electromagnetic power is 
converted into thermal energy within the medium. Conversion 
of electromagnetic energy into thermal energy is governed by 
(Goldblith and Wang, 1967):
Nomenclature
E  electric field (V/m)
ω		 angular frequency (rads/s)
μ		 permeability (H/m)
ε0  free space permittivity (8.854 × 10
−12 F/m)
ε*  complex dielectric permittivity
H		 magnetic field (H/m)
Pv  dissipated power density (W/m
3)
f  frequency (Hz)
ϵ		 dielectric constant
ε″		 dielectric loss factor
σ		 electrical conductivity (S/m)
ρ		 density (kg/m3)
Cp  specific heat capacity at constant pressure (J/g °C)
k  thermal conductivity (W/m °C)
T  temperature (°C)
h  convective heat transfer coefficient (W/m2/°C)
Hold  enthalpy of previous time step (J/cm
3)
Hnew  enthalpy of current time step (J/cm
3)
P  microwave power output (W)
Cpw  specific heat of water (4.186 J/g °C)
mw  mass of water (g)
Cpg  specific heat of glass container (0.55 J/g °C)
mc  mass of glass container (g)
N  number of iterations needed for reaching a steady state
dt  electromagnetic time step (ns)
c  speed of light (3 × 108 m/s)
r  stability factor which should be ≥ 3
Pm  magnetron power (W)
S11  reflection coefficient
NPA  normalized power absorption
a  effective cell size in meters (m)
Tp  simulated point temperature (°C)
To  observed point temperature (°C)
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Pv = 2πfε 0ε ″E
2 (2)
The dielectric loss in a material due to electric conductiv-
ity is given by
ε ″ =   
σ   (3)
      2πε0 f
The microwave dissipated power term is considered as 
source term in Fourier heat transfer equation.
ρCp 
∂T = k∇2T + Pv(x, y, z, t)   
   ∂t  
(4)
The surface of the food exchanges heat with surrounding air 
by convection expressed as
–k ∂T – h(T – T2)
 ∂n   
(5)
When evaporative losses from the surface are significant, the 
evaporative loss term in heat transfer equations need to be in-
cluded. In general, the evaporative loss is considered minimal 
when surface temperature of the food is below 70 °C and there-
fore was ignored in this study. Heat loss to the air from the load 
was approximated by assuming heat transfer coefficient value 
of 10 W/m2/°C which is quite often used in natural convec-
tive heat transfer in air (Tong and Lund, 1993). To make this as-
sumption valid, we turned off the air going inside the cavity, 
which ensured that natural convection is taking place at the air-
material interface. If the air flow goes into the cavity, then the 
simple convective heat transfer boundary is not valid on the 
entire air-object interface as the surfaces in front of the air will 
have higher heat transfer coefficient than the surfaces opposite 
to it (Verboven et al., 2003).
2.1.2. Geometric model
Geometric model was developed for a 700 W rated power 
(629 W available power measured using IEC 60705 method) mi-
crowave oven (Sharp Electronics Corp., New Jersey, USA). In 
the geometric model we included oven cavity, magnetron, turn-
table, waveguide, crevices (bottom of the cavity) and a metal 
bump as shown in Figure 1. The microwave feed port was lo-
cated on top of one side of the microwave oven cavity. An elec-
tromagnetic wave travels with certain patterns (modes) in the 
waveguide governed by the frequency and waveguide di-
mensions. When the power is excited at one end of the wave-
guide, the electromagnetic waves would assume either traverse 
electric (TE) or traverse magnetic (TM) modes depending on 
cross-section of the waveguide. So far, in the literature only TE 
(most often TE10) and TM modes have been used to assign at 
port boundary assuming the waveguide is rectangular and in-
finitely long. In this study, we included magnetron as coaxial 
power source as shown in Figure 1 and compared results with 
input as TE10 mode at the mouth of the waveguide.
2.1.3. Simulation strategy
Solving coupled non-linear Maxwell’s equations and heat 
transfer equations requires iterative computational techniques 
to perform the simulation. QuickWave v7.5 (QWED, Poland) a 
commercial software was used for solving coupled equations. 
The calculated electric field strength is applied as an input to 
determine the dissipated power density using Eq. (2). In heat 
transfer analysis, new enthalpy fields are updated in every time 
step using the following relation:
Hnew(x, y, z) = Hold(x, y, z) + Pv(x, y, z)Δt  (6)
The new temperature field in the medium is interpolated 
using the updated enthalpy.
Tnew(x, y, z) = T[Hnew(x, y, z)]   (7)
In the current time step, thermal properties of the medium 
are updated with respect to changes in the temperature field. 
As a sequence, new EM properties are calculated based on the 
new temperature field and are then used to calculate new elec-
tromagnetic fields and microwave power source term. This cy-
clical process continues until a desired heating time is reached.
2.1.4. Simulation parameters
A solution to the electromagnetic field is prone to numerical 
errors when appropriate simulation parameters are not set cor-
rectly. Therefore, it is critical to conduct a study to determine 
optimal simulation parameters to minimize the numerical er-
rors. In this study, simulation variables such as number of it-
erations to reach steady state, cell size, heating time step, mag-
netron frequency, electric field strength, electromagnetic mode 
and power input were studied to identify their optimum val-
ues. The simulations were performed on a Dell Precision 690 
workstation with an operating memory of 24 GB RAM run-
ning on quad-core Intel Xeon clocked at 2.93 GHz frequency 
processor.
Figure 1. Geometric model of 700 W 
rated power microwave oven cavity with 
magnetron as coaxial microwave feed source.
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2.2. Experimental procedure
2.2.1. Power output measurement
Power output of a magnetron is required to determine ini-
tial value of electric field strength at input port. The power de-
livered by the magnetron was indirectly determined using In-
ternational Electrotechnical Commission (IEC) method. This 
method assumed that there is no reflection of microwave en-
ergy from the cavity and all the power delivered by the mag-
netron is fully absorbed by the 1000 g load (IEC, 1999). Three 
replications were performed with the interval of 6 h between 
replications allowing the magnetron to cool down to room tem-
perature. The determined average microwave power output 
was 629 W, which is 90% of original rated power.
2.2.2. Model food preparation
A homogeneous, gellan gel cylinder (80 mm dia × 50 mm 
height) was used for model validation. One percent gellan gum 
powder (Kelcogel, Kelco Division of Merck and Co., San Di-
ego, CA), a fermented polysaccharide plant tissue powder, was 
gradually dissolved in deionized water and the solution tem-
perature was raised to 90 °C in about 15 min. CaCl2 (0.17 wt.%) 
was added to the hot gellan gum solution to form a firm gel. 
The hot solution was then poured into a cylindrical container 
and allowed to cool at room temperature for 30 min to ensure 
solid gel formation (Birla et al., 2008). The prepared gel was 
stored at ~4 °C in a closed container.
2.2.3. Dielectric and thermo-physical properties
The dielectric properties of 1% gellan gel were measured us-
ing an Agilent Technologies™ N5230A PNA-L Vector Network 
Analyzer (VNA) attached to an open-ended coaxial high-temper-
ature probe (Agilent 85070E-020) with a two-port electronic cal-
ibration (ECal) module (Agilent, Model N4691-6004). Only one 
port of the VNA’s was used and calibrated using the ECal mod-
ule, and then the probe was subsequently calibrated using the 
references by following air/50 Ω short/deionized water protocol 
before each measurement session as described by Blackham and 
Pollard (2002). The VNA was configured to take 201 measure-
ments linearly spaced between 10 and 3000 MHz frequency but 
values only at 2450 MHz were used in the simulation. A 30 g of 
gel was placed inside the stainless-steel jacketed test cell (20 mm 
inner-dia, 92 mm height) and the high-temperature probe for 
measuring dielectric properties was sealed in top of the test cell 
and kept in touch with the gel. The contact between the high-
temperature probe and the gel during measurement was ensured 
by a spring-loaded stainless-steel piston on the bottom of the test 
cell. Dielectric properties were measured from 10 to 80 °C at ev-
ery 10 °C interval. The sample temperature in the test cell was 
maintained by a programmable oil bath. Three replicates were 
carried out and average values were used for regression equa-
tions to be used in simulations. In addition to three samples as 
true triplicates, dielectric measurements were collected three 
times at each temperature and were averaged to improve sig-
nal–noise ratio. Table 1 summarizes the various properties of the 
gellan gel and glass turntable used in the model.
2.2.4. Model validation
The gellan gel samples stored in a refrigerator were removed 
from the container and left outside for 4 h to equilibrate to am-
bient temperature. A gel cylinder placed in the center of the sta-
tionary turntable was subjected to 30 s heating in a microwave 
oven. Transient temperature at 12 points was recorded using 
fiber-optic sensors (4-channel reflex signal conditioner, accu-
racy ±0.8 °C, Neoptix Inc., Quebec, Canada) as shown in Figure 
2. Because, the instrument had only 4-channels to measure the 
temperatures, the experiments were repeated for three batches 
to get transient temperatures at 12 locations. To make sure all 
the 4-sensors are at same locations in each replication, a gradu-
ate thin rod was inserted from the top surface of the gel to the 
desired depth to make a hole which had the same diameter as 
the diameter of the fiber-optic sensor. Through those holes, the 
sensors were then inserted into the gel. This ensured that the 
sensors were properly placed at predefined locations in all rep-
lications. Immediately after MW heating, the thermal images 
of top and bottom of gel cylinder were taken using a thermal 
imaging camera (SC640, accuracy ±2 °C, 640 × 480 pixels, FLIR 
systems, Boston, MA). Then, the sample was sliced horizontally 
in the middle (25 mm from top) to obtain image at the mid-
dle plane. The thermal imaging camera was calibrated to iden-
tify appropriate emissivity value. We placed the gel below the 
thermal imaging camera and adjusted the emissivity value un-
til it matches the temperature measured by a thermocouple. He 
emissivity value was set at 0.95. In addition to emissivity value, 
the other image acquisition parameters such as distance be-
tween the lens and the object and ambient temperature were set 
constant for all images. A total of nine experiments (three rep-
lications × three batch) were conducted to get the temperature 
profile of 12 locations. Experiments were carried out with the 
interval of 6 h to ensure the cold start of magnetron each time.
Table 1. Properties of 1% gellan gel and glass turntable used in the 
simulation.
Properties Gellan gel  Glassc
Specific heat (kJ/kg °C) 4.16a  0.55
Density (kg/m3) 1010a  2050
Thermal conductivity (W/m °C) 0.53a  0.1
Dielectric constant at 2.45 GHz −0.23T + 81.103b  6
Dielectric loss factor at 2.45 GHz 0.0019T2 − 0.264T+18.033b  0
a. Birla et al. (2008).
b. In this study.
c. Quickwave (2008).
Figure 2. Location of the fiber-optic sensors in gellan gel cylinder.
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3. Results and discussion
3.1. Model parameters
3.1.1. Iterations for electromagnetic steady state
The solution of electromagnetic equations requires a large 
number of iterations for obtaining steady state field at each 
time step. It is an important parameter for accurate prediction 
of temperature (Kopyt and Celuch, 2003). A criterion of con-
verged electric field solution is the difference of electric field 
strength calculated at two consecutive iterations at any point 
in the domain should be less than 0.25% of the electric field 
strength calculated in previous iteration (Quickwave, 2008). In 
this study, four locations (1, 3, 9, and 12 of Figure 2) were cho-
sen to study the electromagnetic steady state.
The electric field will stabilize with increasing iterations and 
therefore the temperature at any point in the domain will stabi-
lize. In this study, simulations were carried out with increasing 
number of electromagnetic periods (Np) (one period is equal to 
the time needed to complete one cycle of electromagnetic wave 
while propagating in medium = 1/frequency = 0.40 ns) from 
50 to 450 with the interval of 50 periods to find minimum num-
ber of periods needed for stable temperature. The relationship 
of electromagnetic periods (Tp) to the number of iterations (N) 
is described by the following relation:
Np × Tp = N × dt  (8)
The electromagnetic time step, dt, is automatically calculated 
by the software by taking account of the smallest cell size in the 
computational domain to obey the Courant stability criteria as 
defined in Eq. (9). For a 3-D problem, the electromagnetic time 
step has to fulfill the following condition:
dt =    a     (9)
        c × r
The electromagnetic time step was calculated as 0.00166 ns 
by the software.
The Eq. (8) was then used to determine the number of itera-
tions for the corresponding period.
Figure 3 shows that with an increasing number of iterations, 
the temperature increases and reaches steady state after certain 
number of iterations which means that no significant change 
in temperature occurs at all four selected locations in the load. 
After around 51,012 iterations, the change in temperature was 
negligible at the center of the model domain (location 9). In 
the other three locations in the domain, the temperature sta-
bilized at around same iterations. Therefore, it was concluded 
that electromagnetic steady state has reached around 51,012 it-
erations and this value was used in the rest of the simulations.
3.1.2. Time step
Appropriate selection of time step is an important factor in 
balancing the computation time and accuracy of temperature 
prediction (Celuch et al., 2006). The choice of time step should 
be neither too big nor too small. In the case of a too big heat-
ing time step, immediate divergence of the temperature fields 
would occur, whereas in the case of too small, the convergence 
of temperature field would be reached but at the expense of 
longer simulation time. Therefore, to optimize heating time 
step, the simulations were performed for the total heating time 
of 30 s with time steps ranging from 1 to 30 s. Average dis-
sipated power in the gellan gel load was calculated for each 
time step. Normalized power absorption (NPA) was defined as 
a ratio of average simulated dissipated power to the power ab-
sorbed by the 1000 g of water load experimentally calculated 
using IEC method (Zhang and Datta, 2003).
NPA =   Psimulated    (10)
              PIEC method
When the value of NPA does not change with further re-
fining of the time step, then the simulated temperature is con-
sidered to be independent of the time step. Figure 4 shows 
that increasing time steps from 4 to 30 s results in a decrease 
in the NPA value. Reducing the time step from 4 to 1 s does 
not change the NPA value considerably. Therefore, the time 
step could be selected somewhere between 4 and 1 s. In this 
study the gel dielectric properties does not change significantly 
over the short time span hence larger time can be taken. How-
ever, for materials undergoing phase change (frozen to thaw-
ing) time steps should be smaller. In this work, a time step of 
2 s was further used in the simulations in order to have suffi-
cient number of predicted temperature points to compare with 
experimental temperature profile.
Figure 3. Optimization of electromagnetic steady state 
iterations at four locations in gellan gel.
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3.1.3. Mesh size
Mesh size optimization is an important step in obtaining 
reasonable simulation results. Reducing the mesh size by half 
brings the space discretization errors down by a factor of four. 
However, it should also be mentioned that the computing time 
will increase by almost 16 times and memory requirement will 
increase by eight times (QuickWave, 2008). The QuickWave 
software manual suggests that 12 cells per wavelength in the 
domain (λ = 12.22 cm in air) is good enough for mesh indepen-
dent results. The FDTD method rule of thumb (Eq. (11)) sug-
gests using ten cells per wavelength in the dielectric medium 
(Pathak et al., 2003).
Cellsize,  m  ≤      
c     (11)
                         10f √ε
Electromagnetic simulation in a dielectric material (gellan 
gel in this study) typically requires about 8–10 cells per wave-
length (QuickWave, 2008). But, the exact number of cells to be 
adopted in the computation domain is critical in minimizing 
the computational speed. The wavelength of microwaves in gel 
is 13 mm and therefore the cell size should be less than 1.3 mm. 
In this study, cell size in the air domain was set at 5 mm (for ex-
ample, cavity size in x direction is 395 mm which gave 79 cells 
in air). Figure 5 shows the meshing scheme used in this study 
in 2-dimensional direction in x–y (top view) and y–z (side view) 
planes. In the gellan gel domain, the effect of cell size along the 
x, y and z direction in the range of 1–6 mm on power absorption 
was studied. The simulations were performed with 2.45 GHz 
frequency sinusoidal excitation (meaning that EM wave had a 
single frequency) to study the effect of cell size on the normal-
ized power absorption. Figure 6 shows the effect of cell size 
on normalized power absorption in the gel. The cell size in-
terval from 1 to 3 mm did not have much variation in micro-
wave power absorption. However, the normalized power ab-
sorption in the load drops drastically from 0.78 to 0.64 when 
cell size changes from 4 mm to 5 mm cell size. Table 2 summa-
rizes the information of number of cells, memory required, nor-
malized power absorption, and % difference. Changing the cell 
 
 
 
 
 
 
 
 
 
 
size from 1 to 3 mm provided more or less the same normal-
ized power absorption and percent difference error was much 
smaller than 2% (Table 2). However, the normalized power 
absorption calculated for 1 mm (0.84) was slightly higher 
than the NPA at 2 and 3 mm (0.83 and 0.81, respectively). In 
this study, 1 mm cell size in gellan gel was selected for model 
validation.
3.1.4. Electromagnetic mode
Scattering parameter, S11, (a measure of reflected power to 
the magnetron power from the cavity) was also simulated in a 
frequency range of 2.4–2.5 GHz. This frequency range covers 
the magnetron frequency spectrum. The dimensions of the port, 
used in this study, allow either TEM or TE10 modes and will not 
allow the TM mode to develop. Therefore, both TEM and TE10 
modes were evaluated in this study. Figure 7 compares the sim-
ulated scattering parameters calculated using two input port 
conditions namely coaxial feed (TEM) and TE10 mode. In case of 
the TE10 mode, the reflected power is slightly higher than that 
of TEM mode throughout the frequency spectrum. It gives the 
indication that the electromagnetic energy couples much bet-
ter in TEM mode than TE10 mode with the load. Interestingly, 
the deep resonance (least value of S11) was found to occur at the 
same frequency, which is at 2.46 GHz in both types of feed con-
ditions. Besides, the coaxial feeding in a microwave oven rep-
resents actual scenario. Therefore, in this study TEM mode was 
used for model validation.
Figure 4. Effect of heating time step on power absorption.
Figure 5. Meshing scheme in the computational domain.
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3.1.5.	Electric	field	strength
The magnetron output frequency and power depend on the 
impedance of the heating load placed on the turntable. It is es-
sential to know the exact magnetron power output for provid-
ing correct value of electric field strength at the feeding port. 
Value of electric field strength was estimated by an formula 
(Soltysiak et al., 2008): 
E = √    2 × Pm           (12)           (1 – |S11|2)
The impedance mismatch of the load leads to reflect some 
energy back to the magnetron, which can be seen in the plot of 
scattering parameter versus frequency (Figure 7). The original 
IEC standard suggests using 1000 g of water load. As the gel 
mass was 250 g, the IEC method was modified to calculate mi-
crowave power absorption in 250 g of water load, which had 
the same 0.17% salt content as that of the gellan gel. The micro-
wave power calculated for 250 g of water load was 508.11 W. 
The S11 parameter extracted for 250 g of water as a function of 
frequency is shown in Figure 8. The deepest resonance for this 
load size was found at 2.458 GHz frequency (S11 = 0.243). Us-
ing Eq. (12), the electric field strength (E1) was calculated as 
32.90 V/cm for 250 g water load at 2.458 GHz frequency.
Figure 7. Scattering parameter of TEM and TE10 
electromagnetic modes extracted from frequency 
spectrum.
Figure 6. Effect of mesh refinement on absorption of 
microwave power.
Table 2. Effect of mesh refining on absorbed power in the gel.
 Mesh  Number Memory Normalized 
  size      of   required     power % 
 (mm)   cells   (MB)  absorption Difference
1 4661,376 445 0.847 –
2 2341,911 223 0.831 1.92
3 1803,100 172 0.816 1.87
4 1555,827 148 0.784 3.95
5 1413,720 135 0.647 19.14
6 1353,807 129 0.655 1.23
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To confirm that the electric field strength value calcu-
lated using Eq. (12), the calculated electric field strength (E1) 
at 2.458 GHz frequency was used to simulate 250 g of water 
and power absorbed in the water load was calculated from 
simulation results. The calculated power can then be used to 
adjust the electric field strength so that the new electric field 
strength will make the simulation energy absorbed by the load 
equal to the energy absorbed by the load measured experimen-
tally using the modified IEC method. As power is proportional 
to the square of the electric field strength, the following rela-
tionship was used to determine the new electric field strength 
so that simulated energy absorbed by the load matches the 
value determined experimentally. The original electrical field 
strength (E1 = 32.90 V/cm) used in the simulation resulted in 
the power absorption (Psimulated). The new electric field strength 
(E2) was determined to match the power determined by mod-
ified IEC method (PIEC method) was calculated using the follow-
ing relationship: 
PIEC method  =
  E2
2  (13)
 Psimulated        E1
2
The calculated (E2) value was then used in the gellan gel 
simulation. The above correction procedure was repeated for 
different frequencies, because the power absorption and reflect-
ing power varies with magnetron operating frequency.
3.1.6. Magnetron frequency
Initially, monochromatic frequency of 2.458 GHz was 
used as input to the model with sinusoidal waveform excita-
tion; however mismatch of predicted and observed temper-
ature profiles prompted us to evaluate the effect of frequen-
cies on the heating pattern. The instantaneous frequency 
emitted by a magnetron in a microwave oven depends on 
two parameters: cathode–anode voltage and the high fre-
quency output impedance of the magnetron which is set by 
the load (Ghammaz et al., 2003). Changes in dielectric prop-
erties with temperature causes change in the load imped-
ance, which in turn shifts the frequency of the magnetron. 
The frequency shift not only changes the heating rate but 
also changes the field distribution (Celuch and Kopyt, 2009). 
A typical magnetron operating frequency deviates at about 
50 MHz (Yakovlev, 2006).
Figure 8 shows that the deep resonance occurred at 
2.458 MHz for the gel cylinder. Stipulated frequency is 
2.45 GHz for household magnetrons. Therefore, the computer 
simulations were performed with sinusoidal excitation for three 
monochromatic frequencies: 2.450, 2.455, and 2.458 GHz indi-
vidually. Simulated temperature profiles obtained for these fre-
quencies were compared with the experimental temperature 
profiles and root mean square error (RMSE) was calculated as:
                     
1
  n
RMSE  = √   ∑ (Tp – T0)2      (14)                    n i=1
Figure 9 shows the spatial temperature profiles collected 
at three planes for the three frequencies (2.45, 2.455 and 
2.458 GHz) when compared with the experimental profile. It is 
quite evident from Figure 9 that locations of hot and cold spots 
changes with change in magnetron frequency. Therefore, the 
magnetron input frequency spectrum should be taken into ac-
count for obtaining precise results.
3.2. Model validation
After establishing the model and selecting the appropriate 
model simulation parameters, the simulated temperature pro-
files were compared with the experimental profiles.
Table 3 shows model parameters used for validation study.
3.2.1.	Spatial	temperature	profile
Spatial simulated temperature profiles of the gellan gel cyl-
inder at three planes (z = 0, 25, and 50 mm) were compared 
with experimental heating profiles obtained using the thermal 
imaging camera. Figure 9 shows the simulated and experimen-
tal temperature profiles obtained at three planes. It is evident 
that simulated temperature profiles were slightly higher than 
the experimental profiles. The cause of the error could be due to 
the time lapse between end of heating and imaging. However, 
the heating patterns of experimental profiles at top (z = 0 mm) 
and bottom (z = 50 mm) planes match those with the simulated 
profiles at 2.45 GHz frequency. The experimental middle image 
(z = 25 mm) seems to have a smudge effect due to slicing of the 
gellan gel sample. Because of the smudge effect, heating pat-
tern in the middle thermal image implies more uniform heat-
ing. Zhang and Datta (2000) developed a coupled electromag-
netic and heat transfer model for microwave heating of potato 
cylinder to 15 s heating. They had collected spatial temperature 
Figure 8. Scattering parameter of TEM extracted from 
frequency spectrum for 250 g of water load.
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profiles at three planes (top, middle and bottom). The predicted 
spatial profiles of their study at top and bottom planes heat-
ing pattern were not close to the experimental profiles. They 
reported that the maximum temperature difference at the top 
and bottom planes are 4 °C and 12 °C, respectively. The reason 
for not having the close match in heating patterns at the top 
and bottom planes is that when the temperature reaches above 
70 °C, surface cooling effect would become dominant in high 
moisture food (more than 80% moisture content food). Gellan 
gel contains 99% water. However, in our study, when the tem-
perature reaches above 70 °C (refer Figure 9), the predicted pro-
files at top and bottom planes are much closer to the experi-
mental profiles, when compared to results reported by Zhang 
and Datta (2000). Thus, the indication of temperature in top and 
bottom planes (refer Figure 9) reaches above 70 °C, evapora-
tive loss term should be included in the physics to get even bet-
ter prediction. Similarly, Wäppling-Raaholt et al. (2002) devel-
oped a combined electromagnetic and heat transfer model for 
heating a rectangular model (TX 151 gel) food to 50 s in micro-
wave combination ovens. Even though, they reported that the 
maximum temperature achieved in the top plane using simu-
lation agreed well with the maximum temperature observed 
on the thermal image, the observed temperature pattern on the 
top plane was profoundly different from the simulated profile. 
Overall, spatial profiles calculated in this study are closer (in 
terms of maximum temperature and heating patterns) to the 
experimental thermal images than these two previous studies.
3.2.2.	Transient-temperature	profile
Transient temperature profiles obtained using fiber-op-
tic sensors at 12 discrete points were compared with the sim-
ulated temperature profiles. Figure 10 compares the observed 
and simulated temperature profiles at six locations. The root 
mean square error (RMSE) value was calculated using Eq. (14) 
for each location. Standard deviations of three experimental 
replications calculated for each discrete time point was plot-
ted in the graph. The RMSE values and end temperature differ-
ence calculated for 12 locations at three frequencies (2.45, 2.455, 
and 2.458 frequency) are given in Table 4. Those 12 locations 
were grouped into three categories based on their location in 
the load. The average RMSE values were lowest at 2.455 GHz, 
while it was slightly higher at 2.45 GHz. The spatial tempera-
ture profiles at 2.45 GHz were closely matched with the exper-
imental profiles matched more closely to experimental profiles 
(Figure 9) and therefore further discussion on temporal pro-
files is done only for the 2.45 GHz frequency simulation. The 
average RMSE for the top layer (n = 4; z = 10–20 mm) tempo-
ral profiles were 2.15 °C ± 1.76 °C, whereas, the average RMSE 
at middle plane (n = 5; z = 25 mm) and bottom layer (n = 3; 
z = 30–45 mm) were 2.08 °C ± 1.34 °C and 1.79 °C ± 0.89 °C, re-
spectively (Table 4). The RMSE for points close to the top sur-
face (location 1, z = 10 mm) was 4.52 °C. In the center of the 
model domain (location 9), the predicted profile was close to 
the observed profile with a RMSE value of 1.04 °C. The pre-
dicted profile at this location falls within the experimental vari-
ation throughout heating time. Some of the errors in model pre-
dictions can be attributed to the errors in maintaining the same 
consistent probe locations during heating and also for all rep-
lications. This, in fact, is the biggest problem in the microwave 
model validation studies, because a small error in placing the 
probes in the sample might result in radical changes in the tem-
perature variation due to the dramatic variation of electrical 
field inside the cavity. In addition, discrepancies in experimen-
tal and simulated temperature can be attributed by assumption 
of mono-frequency of the magnetron. In reality magnetron op-
erated in bandwidth of 50 MHz around 2.45 GHz central fre-
quency and the exact central frequency and bandwidth would 
Figure 9. Effect of frequency on spatial 
heating profile of gellan gel cylinder 
(80 × 50 mm) subjected to 30 s heating in 
700 W microwave oven.
Table 3. Selected simulation parameters.
Parameters Optimized value
EM steady state iterations 36,450
Heating time step 2 s
Mesh size Air: (Δx = Δy = Δz = 5 mm)
 Gel: (Δx = Δy = Δz = 1 mm)
Feed port mode TEM
Frequency 2.45 GHz
Electric field strength 35.69 V/cm
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change with coupling with various loads. Evaporative cooling 
was not considered in this model and might have slightly con-
tributed to minor errors in prediction. Tilford et al. (2007) de-
veloped a simulation model to predict the transient tempera-
ture profiles in cheesy sauce at eight locations of the food. In 
their study, the predicted temporal profiles were close to the 
observed profiles only in shorter heating time (15 s) and then 
temperature deviations were large for longer heating time. 
Given complex nature of microwave heating, overall model 
predictions were reasonably good.
3.2.3. End temperature comparison
The final temperature reached in simulation is an impor-
tant value in food safety issues, because microbial inactiva-
tion rate is much faster at higher temperatures than at lower 
temperatures. Table 5 shows the final temperature difference 
calculated at 12 locations. At 2.45 GHz frequency, the aver-
age final temperature difference at the top plane (n = 4; z = 10–
20 mm) was 2.82 °C ± 2.04 °C, whereas, the average final tem-
perature difference at the middle plane (n = 5; z = 25 mm) and 
bottom plane (n = 3; z = 30–45 mm) were 3.85 °C ± 2.63 °C and 
3.30 °C ± 1.74 °C, respectively (Table 5). It is important to evalu-
ate whether the model over-predicts or under predicts tempera-
ture at various locations to provide guidelines for microbial in-
activation studies. The negative sign indicates over-prediction, 
Table 4. Comparison between transient experimental and predicted 
temperature using 2.45, 2.455 and 2.458 GHz magnetron frequency.
 Sensor         
  position   2.45_ 2.455_ 2.458_ 
Layer from top Sensor RMSE RMSE RMSE 
position (mm)  ID (°C)  (°C)  (°C)
Top 10 1 4.52 3.85 4.04
 20 2 2.37 1.23 0.28
 20 3 1.16 1.77 2.39
 20 4 0.53 0.24 0.67
Avg. 2.15 1.77 1.85
Middle 25 5 0.81 0.74 1.22
 25 6 4.18 2.46 1.25
 25 7 1.99 1.72 1.18
 25 8 2.36 1.59 0.52
 25 9 1.04 2.83 4.63
 Avg. 2.08 1.87 1.76
Bottom 30 10 2.76 4.62 6.32
30 11 1.82 1.38 2.21
 45 12 0.78 1.57 0.45
 Avg.  1.79 2.52 2.99
Global average  2.02 2.00 2.09
Figure 10. Simulated and observed time–temperature 
profile at six locations of gellan gel subjected at 
2.45 GHz frequency.
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whereas positive sign indicates under-prediction. In top and 
bottom plane, most (5 out of 7) of the locations, the model over-
predicted the temperature. On the other hand, in middle plane 
(n = 5; z = 25 mm) the model under predicted at 4 out of 5 loca-
tions. By increasing the heat transfer coefficient value at the in-
terface of dielectric material (gel) and air, over-prediction at top 
plane would be reduced to get more close prediction.
4. Potential applications of the model in food industry
The developed model can be used in the food industry to 
identity the hot and cold spots locations in food product de-
veloped during microwave heating. Besides, the model can 
be used effectively in microwave food product development 
where the model enables the users to identify the best food and 
package design parameters to achieve better heating uniformity 
using simulation. Thus the model guides the food industry in 
developing food products with better cooking performance 
in various microwave ovens that results in better food quality 
and safety. The model can also help in developing cooking in-
structions. The model can play a vital role in microwave cavity 
design by assisting design engineers to achieve more uniform 
electromagnetic distribution within the cavity.
5. Conclusions
A comprehensive coupled electromagnetic and heat trans-
fer model was developed to simulate microwave heating in do-
mestic oven. The conformal FDTD based numerical method 
was used to solve electromagnetic Maxwell’s equations and 
Fourier heat transfer equations. Effects of various electromag-
netic and computational parameters were studied and the pro-
cedure for selecting appropriate value for each parameter was 
discussed. The microwave heating of a gellan gel cylinder was 
simulated using the optimized parameters for validation of the 
model. Simulated spatial and temporal profiles using 2.45 GHz 
were found in good agreement with experimental temperature 
profiles. The predicted transient temperature profiles were 
close to the observed temperature profiles with the RMSE value 
of 2.15 °C, 2.08 °C and 1.79 °C at the top, middle, and bottom 
planes, respectively.
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